
Club Car Precedent Rchamp body kit installation guide 

 
What’s is in your box ! 
1 Headlights   2 Front Body 

3 Left side panel   4 Right side panel 

5 Front seat panel  6 Rear seat panel 

7 Nameplate  8 Upper extended bumper bracket 

9 Lower extended bumper bracket  10 Voltage reducer 

11 Turn signal  12 Horn 

13 Steering column cover  14 Wiring harness 

15 Fuse kit for 2008 and lower  16 Tie rap x5 

17 Push tip retainer x12   18 Screw x7 

19 Bolt x6  20 Nut x4 

21 Nut for long bolt x2  22 Long bolt(for bumper) x2 

23 Washer for long bolt x4  24 Tail lights 

 



Installation Guide 
RChamp Body kit on a Club Car Precedent 

 
Welcome to our installation guide for your RChamp Body kit on a Club Car 
Precedent. 
 
Before you start assembling your RChamp Body kit, compare the parts list 
with your Body kit to ensure that  you have all the Body Kit parts. You are 
now ready to begin installation. 
 
We have a video of the installation guide at the following adress :  
 
https://www.youtube.com/watch?v=h5Z3jrkO5h4 
 

 
 

Wiring Instructions 
 
 
 
 

Step: 1 Set the switch to 
óôTOWôô 

 
 
 



Step 2 : Use a long and thin 
tool to extract the plastic 
protector of the charger plug. 
 The black plastic part will be 
released. 

 

 
 

Step 3: Unscrew the plastic 
panel that retains the 
charging plug. 

 

 

Step 4: Take the 
óôWiring Harnessôô and 
pass it through the hole 
of the charger.  Be sure 
the wires are well set in 
the hole of the floor. 

 



 
 

Step 5 : When the wires 
are secured to the floor of 
the cart, put the plastic 
panel back in itôs place. 

 

Step 5.5: Put back the plastic 
cover of the charger plug. 

 



Step 6: At the end of the 
wiring harness there are 
two connectors, one is for 
the driver side, and the 
other is for the passenger 
side.  Split them on their 
fender and connect the 
black wire with the yellow 
connecter to the computer 
yellow and black wire. 
Connect the red wire to 
positive 48 volt battery 
wire. 

 

Step 7: Unscrew the 
control panel. 

 

 

Step 8: Take the two tails of 
the wire and put them through 
the hole of the control panel. 



 
 

Step 9: Take the voltage reducer 
and fix it under the frame of the 
cart.  Use the two sided tape 
and the tie-rap to secure the 
voltage reducer. 

 

 

Step 10 : Connect the tails of the 
the wiring harness to the voltage 
reducer and then fix it with tie-rap 
on the frame. 

 



 

Step 11: Take the short wire with 
the label óôdriver sideôô and connect 
it to the voltage reducer.  After you 
connect the wire to the voltage 
reducer, fix it on the frame with 
tie-rap. 

 

 

Step 12: Install the horn on 
the driverôs side and connect 
it with the wire of the front 
lights. 

 

 

Step 13 : Put back the front 
plastic frame. 

 



Step 14: Attach the light wires 
to the front plastic frame with a 
tie rap. 

 

Step 15: Go back to your wiring 
harness and connect it to the 
control panel. Donôt forget the 
red wire. 

 

Step 16 : Fix the turn signal 
to the steering column and 
connect it to the control 
panel.  

 




